NF12-105

12V105Ah / 10hr rate

Introduction

Genergy NF (Front Terminal) series is designed for
telecommunication UPS/EPS system with 12-year design
life in float service. The battery is featured of high
consistency, excellent performance and reliable standby
service life.

Battery Features
O Compactness
O ETSI19inch /23 inch

O Central gassing system
and hinged front covers on

integration all models

O Rackable standard O Fully tank formed plates
component O Low impurity electrolyte
O High power to volume ratio O Multi-position usage

O Modularity O Spill proof / leak proof
O Long life O ABS case and cover

VO upon request
O Very high purity lead

O Front connection and
terminal access

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 10 years
Nominal Capacity @ 25°C /77°F

20 hour rate 5.56At0 1.75VpC ......oovvvevriinnnnnn. 111 Ah

10 hour rate 10.59At0 1.75Vp ...coovvvviiiiiinens 105 Ah
Internal Resistance

(Fully charged battery @ 25°C [T7°F ) ............. 6mQ
Max. Discharge Current @ 25°C /77°F .............. 800 A (5S)

Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE ..ot 14.7 ~14.9V

Max. Current ........cocevvvrerriiciiiicee 30A

Standby USE ......coovvviiiiiiiiiiiiciece 13.6-13.8V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge
3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell ' 10min 15min  20min  25min  30min  35min
160 | 2788 2128 1852 1575 1358 1206
165 | 2652 2025 1772 1519 1327 11738
170 | 2489 190.0 1675 1450 1285 1140
175 | 2326 1775 1578 1381 1244 1103
180 | 2149 1640 1471 1301 1192 1057

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min  20min ~ 25min ~ 30min  35min
160 | 466.6 3562 3140 2717 2385 215.1
165 | 4539 3465 3047 2629 2301 2075
170 | 4372 3338 2935 2532 2218 200.0
175 | 4193 3201 2816 2431 2135 1924
180 | 3989 3045 2677 2309 2032 183.1
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Battery Picture & Terminal Layout
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Terminal Type: T14
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Dimension & Weight
Dimension (+ 2mm)
Length Width Height Total Height
507 mm 110 mm 223 mm 238 mm
20.0 inch 4.3 inch 8.8 inch 9.4 inch
Typical Applications
O Telecommunications O Data Center
O Power Utility O UPS &EPS
45min ~ 50min  55min 1hr 2hr 3hr 4hr 5hr
1023  95.1 89.8 858 4496 31.21 2493 20.35
99.9 93.0 88.0 842 4406 3069 2446 19.93
97.1 90.6 86.0 826 4315 30.07 2394 1952
94.2 88.2 84.0 811 4224 2945 2342 19.10
90.7 85.3 81.7 793 4122 2882 2285 1858
45min - 50min  55min 1hr 2hr 3hr 4hr Shr
1864 1727 160.7 151.3 8090 5848 4735 38.62
180.1 1672 1559 1471 7849 57.96 4693 38.31
1744 1623 1519 1440 7668 5744 4652 38.00
168.2 156.8 1471 1399 7426 56.82 46.05 37.68
1609 150.6 1419 1357 7185 56.30 4564 37.37

Subject to revision without notice. Please contact our sales representatives for latest version.
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Weight

(£2%)

325 kg

71.7 Ibs
10hr  20hr
10.80  5.66
10.80  5.66
10.69  5.61
1059  5.56
10.38 545
10hr  20hr
2066 10.93
2050 10.85
2033 1076
20.16  10.67
20.00 10.58
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Life Characteristics Of Standby Use
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Discharge Characteristic (25°C)
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