NF12-180

12V180Ah / 10hr rate

Introduction

Genergy NF (Front Terminal) series is designed for
telecommunication UPS/EPS system with 12-year design
life in float service. The battery is featured of high
consistency, excellent performance and reliable standby

service life.

Battery Features
O Compactness
O ETSI19inch /23 inch

O Central gassing system
and hinged front covers on

integration all models

O Rackable standard O Fully tank formed plates
component O Low impurity electrolyte
O High power to volume ratio O Multi-position usage

O Modularity O Spill proof / leak proof
O Long life O ABS case and cover

O Front connection and
terminal access

Electrical Specification

VO upon request
O Very high purity lead

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 12 years
Nominal Capacity @ 25°C /77°F

20 hour rate 9.52At0 1.75VpC .....ooovvviiiiiinnne 190 Ah

10 hour rate 18.14At0 1.75Vp ...coovvvviiiiiiins 181 Ah
Internal Resistance

(Fully charged battery @ 25°C [T7°F ) ............. 4.5mQ
Max. Discharge Current @ 25°C /77°F .............. 1440 A (5S)

Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE ..ot 14.7 ~14.9V

Max. Current ........cocevvvrerriiciiiicee 54 A

Standby USE ......coovvviiiiiiiiiiiiciece 13.6-13.8V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge
3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell ' 10min 15min  20min  25min  30min  35min
160 | 3941 3032 2526 2216 1927 1721
165 | 3803 2925 2438 2138 1859 166.0
170 | 3709 2853 2377 2086 1813 1619
175 | 3632 2717 2264 1986 1727 1556
180 | 3319 2553 2127 1883 1651 14838

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min  20min ~ 25min ~ 30min  35min
160 | 7094 5457 4573 4100 3623 3235
165 | 6845 5265 4412 3956 3496 3121
170 | 667.6 5135 430.3 3858 3409 3044
175 | 6357 489.0 4098 3674 3247 2925
180 | 5974 4595 3872 3502 3105 2797
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Battery Picture & Terminal Layout
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Dimension & Weight
Dimension (+ 2mm) Weight
Length Width Height Total Height (£2%)
560 mm 125 mm 317 mm 317 mm 55.5 kg
22.0 inch 4.9 inch 12.5 inch 125 inch 1224 1Ibs
Typical Applications
O Telecommunications O Power Utllity O Data Center O UPS & EPS
Certificates
(€
45min - 50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
1422 1342 1278 1217 7726 5416 4293 3539 1850 9.69
1372 1295 1233 1174 7571 5328 4213 3468 1850 9.69
133.9 1263 1203 1145 7416 5221 4124 3396 1832 961
1286 1213 1156 1101 7261 5114 4035 3325 1814 952
123.0 1160 1110 1068 70.85 50.07 39.37 3236 1779 9.34
45min  50min  55min  1hr 2hr 3hr 4hr Shr 10hr  20hr
2674 2523 2403 2288 14032 100.69 8414 69.36 36.63 19.19
2580 2434 2318 2208 13619 99.81 8257 6797 3663 19.19
2517 2374 2261 2153 13308 9892 80.82 66,57 3628 19.02
2418 2281 2173 2069 12895 97.85 79.08 6518 3593 18.86
2312 2182 2088 2007 12481 9696 7756 63.76 3540 18.68
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