NF12-105

12V105Ah / 10hr rate

Introduction

Genergy NF (Front Terminal) series is designed for
telecommunication UPS/EPS system with 12-year design life
in float service. The battery is featured of high consistency,
excellent performance and reliable standby service life.

Battery Features
O Compactness
O ETSI19inch /23 inch

O Central gassing system
and hinged front covers on

integration all models

O Rackable standard O Fully tank formed plates
component O Low impurity electrolyte
O High power to volume ratio O Multi-position usage

O Modularity O Spill proof / leak proof
O Long life O ABS case and cover

O Front connection and
terminal access

VO upon request
O Very high purity lead

Electrical Specification

Design floating Life @ 25°C (77°F)  .ooooviiieiiiinn 12 years
Nominal Capacity @ 25°C /77°F

20 hour rate 5.56A 10 1.75VpC  ..oovvviiiiiiiiiee 111.2 Ah

10 hour rate 10.58A t0 1.75VpC ......coovvvviiiiennne. 105.8 Ah
Internal Resistance

(Fully charged battery @ 25°C [7T7°F ) ............. 6mQ
Max. Discharge Current @ 25°C /77°F .............. 80 A (5S)

Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE ..ot 14.7 ~14.9V

Max. Current ........cocoevvieriiciiicce 30A

Standby USE ......ooovvviiiiiiiiiiieiiee 13.6-13.8V
Operating Temperature Range ................c....... -30 ~50°C

Notes: battery voltage must be adjusted according to temperature.
Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell ' 10min 15min  20min ~ 25min  30min  35min
160 | 2647 2021 1758 1495 1159 1037
165 | 2518 1922 1682 1443 1132 1012
170 | 2363 1804 159.0 1377 109.7 98.0
175 | 2208 1686 1498 1311 1061 9438
180 | 2083 159.0 1426 1249 1038 908

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min ~ 20min ~ 25min  30min  35min
160 | 4664 3560 3138 2716 2086 186.6
165 | 453.6 3463 3045 2628 2038 1822
170 | 437.0 3336 2933 253.0 1974 1764
175 | 4191 3199 2814 2429 1910 1707
180 | 3987 3043 2676 2308 1869 1635

40min
94.7
92.5
89.7
86.9
83.4

40min
170.4
166.4
161.4
156.4
150.2

AGM Standby Use Battery > NF Series

aenerqy

Battery Picture & Terminal Layout

BATTERY

Terminal Type: T14
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Dimension & Weight
Dimension (+ 2mm) Weight
Length Width Height Total Height (+2%)
507 mm 110 mm 223 mm 238 mm 319 kg
20.0 inch 4.3 inch 8.8 inch 9.4 inch 70.3 Ibs
Typical Applications
o Telecommunications o power Utilty O Data Center © UPS &EPS
Certificates
(€N
45min - 50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
859 792 740 665 4507 3160 2504 2064 1079 565
839 774 725 653 4417 31.08 2457 2023 1079 565
815 754 709 640 4326 3045 2405 1981 10.69 5.60
791 734 692 628 4236 2983 2354 1940 1058 556
762 710 673 614 4133 2921 2296 1888 1038 545
45min  50min  55min  1hr 2hr 3hr 4hr 5hr 10hr  20hr
1545 1425 1332 1190 8654 6098 4858 4025 2148 11.31
151.0 1394 1305 1157 8480 59.98 4767 3944 2148 11.31
1467 1358 1276 1133 83.06 5878 46.67 3863 2127 11.21
1424 1322 1246 1101 8132 5758 4566 37.83 21.06 11.11
1371 1278 1212 1068 7935 56.37 4455 3681 2065 10.90

Subject to revision without notice. Please contact our sales representatives for latest version.
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5 Discharge Characteristic (25°C)
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